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APPARATUS AND METHOD FOR AIDING PROGRAMMING 



BACKGROUND OF THE INVENTION 

The present invention relates to an apparatus for 
aiding the programming of machining programs, which are used 
by machine tools. 

Numerically controlled (NC) machine tools, such as 
machining centers, machine workpieces in accordance with 
predetermined machining programs. An NC machine tool has a 
control unit that includes a memory, which stores machining 
conditions (i.e., the feed rate and cutting speed of cutting 
tools, the spindle rotating speed) . To make a machining 
program, an operator feeds information, such as the type of 
tool used or the workpiece material, to the control unit 
with an input device. The control unit then refers to the 
input information to select the appropriate cutting 
conditions from the data stored in the memory. The selected 
cutting conditions are then inserted into the machining 
program. 

The cutting conditions stored in the memory are 
generalized values that can be used for various types of 
cutting tools and workpiece materials. The generalized 
cutting conditions can also be used regardless of how the 
machine tool clamps the workpiece or how the spindle clamps 
the cutting tool. However, the generalized cutting 
conditions are not optimal for high speed machining. 
Therefore, the cutting condition values are changed during 
programming in accordance with the capacity of the spindle 
motor, or the like, to make a program that enables high 



speed machining. 

However, the operator must have much knowledge and 
experience with regard to machine tools and cutting tools to 
5 set the appropriate cutting conditions. Thus, it is 

difficult to set the cutting conditions that are optimal for 
high speed machining. 

SUMMARY OF THE INVENTION 

10 

Accordingly, it is an objective of the present 
O invention to provide an apparatus for aiding the programming 

ry of machining programs that facilitates the adjustment of 

cutting conditions and thereby improves machining 
ffi efficiency. 

To achieve the above objective, the present invention 
y provides an apparatus for aiding a machinist in preparing a 

; yt programmed machine for a machining process. A basic program 

#0 is run for setting values of various machining variables 

based on information input by the machinist. The apparatus 
includes an analyzing means for analyzing the variable 
values to determine the efficiency of the machining process, 
and a notifying means for notifying an advisory message to 
25 the machinist regarding on how to improve the machining 

process in accordance with the analysis performed by the 
analyzing means. 

In a further aspect of the present invention, a method 
30 for aiding a machinist in preparing a programmed machine for 

a machining process is provided. A basic program is run for 
setting values of various machining variables based on 



-2- 



* 



information input by the machinist. The method includes 
analyzing the current values of the machining variables to 
determine the current efficiency of the machining process, 
and notifying an advisory message to the machinist regarding 
5 on how to improve the machining process in accordance with 

the analysis. 

Other aspects and advantages of the present invention 
will become apparent from the following description, taken 
10 in conjunction with the accompanying drawings, illustrating 

by way of example the principles of the invention. 

c \ 

pi BRIEF DESCRIPTION OF THE DRAWINGS 

56 The features of the present invention that are believed 

ji to be novel are set forth with particularity in the appended 

^ claims. The invention, together with objects and advantages 

tii thereof, may best be understood by reference to the 

^ following description of the presently preferred embodiments 

%20 together with the accompanying drawings in which: 

Fig. 1 is a block diagram showing a navigation 

apparatus functioning as a programming aiding apparatus 

according to the present invention; 

25 

Fig. 2(a) is a graph showing machining timing data; 

Fig, 2(b) is a table showing the processing procedures; 

30 Fig. 2(c) is a table showing sub-routine numbers; 

Fig. 2(d) is a table showing machining state 
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information; 

Fig. 3 is a flowchart showing the contents of a 
navigation program; 

Fig. 4 is a flowchart showing the contents of a first 
sub-routine; 



Fig. 5 is a flowchart showing the contents of a second 

10 sub-routine; 

D Fig. 6 is a flowchart showing the contents of a third 

^] sub-routine; 

E5 Fig. 7 is a flowchart showing the contents of a fourth 

Si sub-routine; 

|7j Fig. 8 is a table showing a navigation data file; 

j|0 Fig. 9(a) is a table showing a first basic cutting 

speed file; 

Fig. 9(b) is a table showing a first compensation 
coefficient file; 

25 

Fig. 10(a) is a table showing a second basic cutting 
speed file; 

Fig. 10(b) is a table showing a second compensation 
30 coefficient file; 

Fig. 11(a) is a table showing a third basic cutting 
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speed file; 



Fig. 1Kb) is a table showing a third compensation 
coefficient file; and 

Fig. 12 is a graph showing the output characteristics 
of the spindle relative to the rotating speed. 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

An embodiment of the present invention will now be 
described with reference to the drawings. As shown in Fig. 
1, a machining center 1 has a control unit 100. The control 
unit 100 includes a navigation apparatus 2, which functions 
as a programming aiding apparatus. 

The navigation apparatus 2 has a main controller 3. 
The main controller 3 is connected to various devices by 
buses. Such devices include a keyboard 5, a display 6, a 
programmer 7 , a tool data memory 9, a machining program 
memory 10 f a machining simulator 11, a simulation data 
manager 12, a display controller 13, a machining navigator 
15, a system program memory 16, a tool number determiner 17, 
a tool number memory 19, a variable memory 20, a sub-routine 
number selector 21, a sub-routine number memory 22, a 
selection determiner 23, a processing completion determiner 
26, a subject tool determiner 27, a subject tool number 
memory 29, a tool diameter determiner 40, a spindle load 
determiner 41, a cutting speed determiner 42, a basic 
cutting speed file memory 43, a compensation coefficient 
file memory 45, a limit value calculator 46, a navigation 
information memory 47, a navigation information manager 4 9, 



and a rotating speed determiner 50. A simulation result 
data memory is connected to the simulation data manager 12. 

To make a machining program PRO, a machinist, or 
operator, first inputs information, such as the tool number 
of the tool or tools that will be used for machining, the 
material of the workpiece subject to machining, and the type 
of machining that is to be carried out with the keyboard 5, 
which functions as an input device. The tool data memory 9 
stores a tool data file KDF, which is known in the art. The 
tool data file KDF is formed by tables of data. A data 
table is provided for each cutting tool number. Each table 
includes information related to the associated cutting tool, 
such as the type and material of the cutting tool, the 
appropriate feed rate and cutting speed of the cutting tool, 
and the appropriate rotating speed of the spindle to which 
the cutting tool is attached. 

The programmer 7 refers to the tool data file KDF, 
which is stored in the tool data memory 9, and determines 
the cutting conditions (feed rate, cutting speed, and 
spindle rotating speed) of each designated cutting tool 
based on the information input through the keyboard 6. The 
programmer 7 uses the determined cutting conditions to make 
a basic machining program GPR with a known automatic 
programming method. The basic machining program GPR is ther 
stored in the machining program memory 10. In this 
embodiment, the final machining program PRO is made by 
improving part of the basic machining program GPR in a 
manner that will be described later. 



After completion and storage of the basic machining 



program GPR, the operator inputs a command through the 
keyboard 5 to simulate the basic machining program GPR. The 
main controller 3 receives the command and executes the 
machining simulation with the machining simulator 11. The 
machining simulator 11 then reads the basic machining 
program GPR, which is stored in the machining program memory 
10, to execute the simulation using a simulation method 
known in the art. 

During the execution of the machining simulation, the 
machining simulator 11 transmits simulation result 
information KJ, which is related to the machining 
simulation, to the simulation data manager 12 using a method 
known in the art. The simulation data manager 12 stores the 
simulation result information KJ and further transmits the 
information KJ to the display controller 13. The display 
controller 13 then displays the information KJ on the 
display 6 as numerical figures and graphs. 

An example of the machining processes included in the 
basic machining program GPR is shown in Fig. 2(a). In this 
case, cutting tools numbered Tl to T10 are employed. The 
cutting tools Tl to T10 sequentially perform machining 
processes KKl to KK10, respectively. The simulation result 
information KJ includes machining time data SJ, which 
indicates the initiating time and terminating time of each 
machining process. Accordingly, the information shown on 
the display 6 includes the machining time data SJ, which is 
displayed as a graph like that shown in Fig. 2(a). 

In addition to the machining time data SJ, the 
simulation result information KJ includes values of 



machining variables HJ, which indicates the state of the 
spindle and tool in each machining step KK1 to KK10. The 
values of machining variables HJ may be in the form of a 
table, such as that shown in Fig. 2(d), indicating the 
5 maximum spindle load, the tool cutting speed, and the 

spindle rotating speed, in correspondence with each cutting 
tool number Tl to T10. The maximum spindle load indicates 
the maximum value of the torque load acting on the spindle 
during machining relative to the tolerated maximum torque 
10 load of the spindle. The spindle rotating speed is 

indicated as rotating speed per minute. 

5* Upon completion of the machining simulation, the 

operator inputs a machining navigation command CI with the 
f§ keyboard 5. The main controller 3 receives the command CI 

^ and executes machining navigation with the machining 

* navigator 15. The machining navigator 15 reads out a 

sT| navigation program NPR (Fig. 3) , which is stored in the 

system program memory 16, to execute the machining 
JgQ navigation* The machining navigation is a programming 

aiding process in which specific advice is given to the 
operator on how to improve the basic machining program GPR. 

The machining navigation will now be described with 
25 reference to the flowchart of Fig. 3. When initiating 

machining navigation, at step ST1, the machining navigator 
15 commands the display controller 13 to generate a message 
on the display 6 demanding the designation of the machining 
process that is to be subjected to machining navigation. 
30 The operator designates the subject machining process by 

inputting the number of the cutting tool used in that 
process . 
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When designating the subject machining process, the 
operator refers to the machining time data SJ to locate the 
machining process that should undergo machining navigation. 
For example , the operator selects the machining process for 
5 which the machining time is relatively long. The operator 

then inputs the number assigned to the cutting tool used in 
the selected machining process with the keyboard 5. For 
example, in Fig. 2(a), the machining time of machining 
processes KK2, KK5, KK8, and KK10 are relatively long. In 
10 this case, the operator inputs the corresponding tool 

numbers T2, T5, T8, and T10 with the keyboard 5. 

jfy Returning to Fig. 3, at step ST2 , the tool number 

determiner 17 determines whether or not the tool numbers 
SS have been input. If the tool numbers T2, T5, T8, T10 are 

^ determined to have been input, the determiner 17 outputs an 

!L input completion signal SI. 

If the input completion signal SI is output, at step 
•SO ST3, the machining navigator 15 stores the input tool 

numbers T2, T5, T8, T10 in a tool number memory 19. As 
shown in Fig. 2(b), the tool number memory 19 includes a 
processing table STB that assigns a sequential processing 
ordinal number (1st, 2nd, 3rd, and so forth) to each tool. 

25 

At step ST4, the machining navigator 15 sets an ordinal 
variable i, which is stored in the variable memory 20, to an 
initial value of 1. The ordinal variable i represents the 
order of a given tool that undergoes machining navigation. 
30 At step ST5, the machining navigator 15 commands the sub- 

routine number selector 21 to select the number of a sub- 
routine (described later) . The sub-routine number selector 



21 first commands the subject tool determiner 27 to 
determine the type of the subject cutting tool. 

The subject tool determiner 27 refers to the processing 
5 table STB (Fig. 2 (b) ) , which is stored in the tool number 

memory 19, according to the current value of the ordinal 
variable i, which is stored in the variable memory 20. For 
example, if the variable i indicates the initial value of 1, 
the tool that is to be used first in the processing table 
10 STB of Fig. 2(b) is selected. In this case, the tool number 

assigned to ordinal number 1 is T2 . Thus, the subject tool 
O determiner 27 selects tool number T2 and stores the selected 

fy number in the subject tool number memory 29. Furthermore, 

;; 1 the subject tool determiner 27 determines the type of the 

K cutting tool corresponding to the selected tool number by 

Si referring to the tool data file KDF, which is stored in the 

!1 tool data memory 9. 

The sub-routine memory 22 stores a sub-routine number 
■SO table VTB, which indicates a sub-routine number 

corresponding to each type of cutting tool, as shown in Fig. 
2(c). For example, in the sub-routine table VTB of Fig. 
2(c), four sub-routine numbers 61, 62, 63, 64 are assigned 
to five types of cutting tools. The four sub-routines 61, 
25 62, 63, 64 are associated with first, second, third, and 

fourth sub-routines SR61, SR62, SR63, SR64, illustrated in 
Figs. 4, 5, 6, and 7, respectively. 

When the subject tool determiner 27 determines the tool 
30 type of the selected tool number, the sub-routine number 

selector 21 refers to the sub-routine number table VTB to 
select the sub-routine number assigned to the determined 
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cutting tool type. For example, if the cutting tool 
assigned to the selected tool number T2 is a drill, the sub- 
routine number selector 21 selects sub-routine number 61 
from the sub-routine number table VTB of Fig. 2(c). 

At step ST6, the selection determiner 23 determines 
whether or not the sub-routine number selector 21 has 
selected a sub-routine number. If it is determined that a 
sub-routine number has been selected, the selection 
determiner 23 outputs a selection completion signal S2. 
When the selection completion signal S2 is output, at step 
ST7, the machining navigator 15 executes the sub-routine 
that has the selected sub-routine number. For example, if 
the selected sub-routine number is 61, the first sub-routine 
SR61, shown in Fig. 4, is executed. Afterward, step ST8, 
which is described later, is carried out upon completion of 
the execution of the sub-routine. 

If it is determined that a sub-routine number has not 
been selected in step ST6, the selection determiner 23 
outputs a non-selection signal S3. For example, if the 
cutting tool type is a reamer or a boring bar, the sub- 
routine number selector 21 cannot select a sub-routine 
number since the sub-routine number table VTB of Fig. 2(c) 
does not include these tool types. When the non-selection 
signal S3 is output, none of the sub-routines is carried 
out. In such case, the machining navigation proceeds to 
step ST8. In other words, machining processes performed by 
cutting tools that are not included in the sub-routine 
number table VTB of Fig. 2(c) are not subject to machining 
navigation . 



At step ST8, the processing completion determiner 2 6 
judges whether or not the ordinal variable i stored in the 
variable memory 2 0 has reached a maximum value i max . For 
example, in Fig. 2(b), the ordinal number i assigned to the 
5 four tool numbers T2, T5, T8, and T10 is 1, 2, 3, and 4, 

respectively. Thus, the maximum value i max of the ordinal 
variable i is 4. If the processing completion determiner 26 
determines that the ordinal variable i has not reached the 
maximum value i max , step ST9 is performed. In step ST9, the 
10 machining navigator 15 adds one to the variable i in an 

incremental manner. Afterward, the processing returns to 
4f step ST5. Subsequently, in the same manner as described 

ftp above, the selection of the tool number assigned to the 

g- s l current value of the ordinal variable i, determination of 

f|f5 the type of the cutting tool assigned with the selected tool 

§1 number, and selection of the sub-routine number assigned to 

JL the determined tool type are carried out. 

i£l If the processing completion determiner 26 determines 

^feo that the ordinal variable i has reached the maximum value 

imax/ the machining navigator 15 terminates the navigation 

program NPR. 

The first, second, third, and fourth sub-routines SR61, 
25 SR62, SR63, SR64 illustrated in Figs. 4, 5, 6, 7, 

respectively, will now be described in detail. As shown in 
Fig. 2(c), the first sub-routine SR61, which is illustrated 
in Fig. 4, is executed when the cutting tool is a drill. In 
the first sub-routine, at step ST101, the machining 
30 navigator 15 commands the tool diameter determiner 40 to 

determine the diameter of the selected cutting tool. The 
tool diameter determiner 40 refers to the tool data file 
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KDF, which is stored in the tool data memory 9, to determine 
the diameter of the current subject tool. The tool whose 
number is currently stored in the subject tool number memory 
29 is the current subject tool. The tool diameter 
determiner 40 then judges whether or not the diameter of the 
subject tool is equal to or greater than a predetermined 
value (3mm in Fig. 4) . 

If the diameter of the cutting tool is smaller than 
3mm, it is difficult to change the cutting speed of the 
tool. Thus, the machining navigator 15 terminates the sub- 
routine without executing the machining navigation. 

If the diameter of the cutting tool is 3mm or greater, 
at step ST102, the spindle load determiner 41 determines the 
load applied to the spindle. More specifically, the spindle 
load determiner 41 refers to the values of machining 
variables HJ (Fig. 2(d)) to determine the maximum load 
applied to the spindle (maximum spindle load) by the cutting 
tool assigned to the tool number currently stored in the 
subject tool number memory 29. The spindle load determiner 
41 then judges whether or not the maximum spindle load is 
equal to or lower than a predetermined limit value SF. The 
limit value SF is one of the parameters used to determine 
the machining efficiency and may be set, for example, at 
80%. Furthermore, the limit value SF may be changed 
arbitrarily before executing the navigation program NPR. 

If the maximum spindle load is greater than the limit 
value SF, the spindle load should not be further increased. 
Thus, the machining navigator 15 terminates the sub-routine 
without executing the machining navigation. If the maximum 



spindle load is equal to or smaller than the limit value SF, 
the spindle load can be further increased. Thus, the 
machining navigator 15 proceeds to step ST103. 

5 For example, if T2 is the tool number stored in the 

subject tool number memory 29, the maximum spindle load is 
60% as shown by the values of machining variables HJ of Fig. 
2(d). Hence, if the limit value SF is 80%, the maximum 
spindle load is lower than the limit value SF. In this 
10 case, the sub-routine proceeds to step ST103. 

At step ST103, the cutting speed determiner 42 
Jg determines the cutting speed of the subject cutting tool, 

pi More specifically, the cutting speed determiner 42 refers to 

|J 5 the values of machining variables HJ (Fig. 2(d)) to 

jy determine the cutting speed of the tool assigned to the tool 

01 number stored in the subject tool number memory 29. The 

p cutting speed determiner 42 then judges whether or not the 

Ul cutting speed is equal to or lower than a limit value WJ, 

f2° which is computed by the limit value calculator 46. The 

« limit value WJ is also one of the parameters used to 

determine the machining efficiency. 

The limit value calculator 4 6 refers to the first basic 
25 cutting speed file SYF1, which is illustrated in Fig. 9(a) 

and stored in the basic cutting speed file memory 43, and a 
first compensation coefficient file SKF1, which is 
illustrated in Fig. 9(b) and stored in the compensation 
coefficient file memory 45, to compute the cutting speed 
30 limit value WJ. 

The first basic cutting speed file SYF1, shown in Fig. 
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9(a), and the first compensation coefficient file SKF1, 
shown in Fig. 9(b), are used for drills. As shown in Fig. 
9(a), the first basic cutting speed file SYF1 indicates the 
cutting speed limit value of the cutting tool (drill) for 
5 different types of workpiece materials. As shown in Fig. 

9(b), the first compensation coefficient file SKF1 includes 
a plurality of tables tal, ta2, ta3, and so forth. Each 
table corresponds to one of the workpiece materials listed 
in the first basic cutting speed file SYF1 . Each table 
10 indicates the compensation coefficient for different types 

of cutting tool materials. The compensation coefficient is 
used to compensate the basic cutting speed of the workpiece 
J material listed in the first basic cutting speed file SYF1 . 

Qfi Each table of the first compensation coefficient file 

m SKF1 lists not only cutting tool materials but also the 

^ structure or usage of the cutting tool. For example, as 

g shown in Fig. 9(b), HSS (high-speed steel) and carbide refer 

S{ to tool tip materials. Coolant through refers to the tool 

ISO structure and indicates tools having passages through which 

.g coolant flows. Throw away refers to the tool usage and 
indicates disposable tools. 

The calculator 46 refers to the basic machining program 
25 GPR stored in the machining program memory 10 to determine 

the material of the subject workpiece. The calculator 46 
also refers to the cutting tool data file KDF in the cutting 
tool data memory 9 to determine the material of the cutting 
tool assigned with the tool number stored in the subject 
30 tool number memory 29. Afterward, the calculator 4 6 selects 

the basic cutting speed that corresponds to the material of 
the workpiece from the first basic cutting speed file SYF1 
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of Fig. 9(a). The calculator 46 further selects the table 
corresponding to the subject workpiece material from the 
first compensation coefficient file SKF1 of Fig. 9(b) to 
locate the compensation coefficient corresponding to the 
5 tool material. The calculator 46 then multiplies the 

selected basic cutting speed with the selected compensation 
coefficient to obtain the cutting speed limit value WJ of 
the subject cutting tool (drill) . Accordingly, the type and 
material of the cutting tool (drill) used for machining and 
10 the material of the subject workpiece are taken into 

consideration when computing the limit value WJ. 

J For example, under the assumption that the subject 

]}\ cutting tool is a carbide drill and the material of the 

fife workpiece is FC (gray cast iron) , the basic cutting speed 

J|j corresponding to FC is 30m/min as shown in the first basic 

Sr cutting speed file SYF1 of Fig. 9(a). It is also assumed 

p here that the workpiece material corresponding to table tal 

rf of the first compensation coefficient file SKF1 of Fig. 9(b) 

Sp is FC. Since the material of the drill is carbide, the 

Jj corresponding compensation coefficient is 220%, as shown in 

table tal. Accordingly, the cutting speed limit value WJ is 
66m/min. Other factors such as the tool diameter, the 
cutting width, the cutting depth, the workpiece rigidity, 
25 and how the cutting tool is attached to the spindle may also 

be taken into consideration when computing the limit value 
WJ. 

At step ST103, the cutting speed determiner 42 judges 
30 whether or not the cutting speed of the drill is equal to or 

lower than the limit value WJ. If the cutting speed is 
higher than the limit value WJ, step ST104 is carried out. 
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If the cutting speed is equal to or lower than the limit 
value WJ, step ST105 is carried out. At steps ST104 and 
ST105, the navigation information manager 49 reads out 
predetermined navigation information from the navigation 
information memory 47 and displays the information on the 
display 6. 

The navigation information memory 47 stores navigation 
information NJF such as that shown in Fig. 8. The 
navigation data NJF includes 10 messages MSG, each assigned 
with a different navigation information number of 1 to 10. 
The table of Fig. 8 lists exemplary messages. Thus, the 
messages are not limited to those of Fig. 8 and may be 
changed as required. The messages MSG show specific advice 
for improving the basic machining program GPR to perform 
faster machining and to improve the machining efficiency. 

If it is determined that the cutting speed of the tool 
is higher than the cutting speed limit value WJ in step 
ST103, this indicates that the spindle load may still be 
increased (step ST102). However, the cutting speed of the 
tool, which has been designated in the basic machining 
program GPR, cannot be increased since it has already 
exceeded the limit value WJ. In such case, the sub-routine 
proceeds to step ST104. At step ST104, the navigation 
information manager 4 9 reads out the message MSG designated 
as navigation information number 2 from the navigation 
information memory 47 and transmits the message MSG to the 
display controller 13. The display controller 13 then 
displays the received message MSG on the display 6. 



As shown in Fig. 8, the message MSG assigned with 



number 2 advises changing the cutting tool material so that 
the cutting speed may be increased. A change in the 
material of the cutting tool changes the compensation 
coefficient that is selected from the first compensation 
5 coefficient file SKF1. Accordingly, if the cutting tool 

material is changed to obtain a larger compensation 
coefficient, the cutting speed limit value WJ is increased. 
Since this permits an increase in the cutting tool speed, 
faster machining can be performed. 

10 

In the above example, the material of the drill is 
designated as carbide, while the workpiece material is 
S designated as FC in the basic machining program GPR. Thus, 

J~ the compensation coefficient is determined to be 220% from 

DU5 table tal of the first compensation coefficient SKF1 shown 

in Fig. 9(b). In this case, the message MSG designated as 
number 2 appears on the display 6 so that the operator can 
Q acknowledge that the cutting speed may be increased if the 

z/: carbide drill is changed to a coolant through type drill 

f2f0 (assuming that the spindle has a coolant passage for 

permitting the flow of coolant into the cutting tool) . When 
a coolant through cutting tool is employed, the compensation 
coefficient is 460% as shown in table tal of the first 
compensation coefficient SKF1 (Fig. 9(b)). 

25 

The message MSG (number 2) that appears on the display 
6 advises the operator to change the cutting tool material 
so that the cutting speed can be increased. Thus, upon 
completion of the navigation program NPR, the operator can 
30 improve the cutting conditions of the subject machining 

process in the basic machining program GPR (in this case, 
the cutting tool material) by changing the cutting tool 
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material. Correction of the machining program PRO increases 
the cutting speed limit value WJ. Therefore, the cutting 
speed may be increased within the range of the load 
tolerated by the spindle. 

As described above, the navigation apparatus 2 advises 
the operator on how the machining program can be improved by 
displaying a message MSG on the display 6. Thus, the 
operator can easily make a machining program that permits 
high speed and efficient machining just by following the 
advise given by the navigation apparatus 2. 

If the cutting speed is lower than the limit value WJ 
in step ST103, the spindle load and the cutting speed can 
both be increased. In this case, at step ST105, the 
navigation information manager 4 9 reads out the message MSG 
that corresponds to navigation information number 1 from the 
navigation information memory 47 and transmits the message 
MSG to the display controller 13. The display controller 13 
then displays the received message MSG on the display 6. 

As shown in Fig. 8, the message MSG designated as 
number 1 indicates that the cutting speed may be increased 
to the limit value. Hence, when this message appears on the 
display 6, the operator is notified that the cutting speed 
may be increased without changing the cutting tool. It is 
preferred that the limit value WJ, which is computed by the 
calculator 4 6, be shown on the display 6 in addition to the 
message MSG (number 1) . Accordingly, the operator can 
easily determine the extent to which the cutting speed of 
the subject cutting tool may be increased. 



The message MSG (number 1) that appears on the display 
6 advises the operator to increase the cutting speed within 
the range defined by the limit value WJ. Accordingly, upon 
completion of the navigation program NPR, the operator can 
improve the cutting conditions of the subject machining 
process in the basic machining program GPR by increasing the 
cutting speed. Correction of the machining program PRO 
increases the cutting speed in the subject machining 
process. Thus, machining is performed with high speed and 
high efficiency. 

The first sub-routine SR61 is completed when either 
step ST104 or step ST105 is finished. 

The second sub-routine SR62, which is illustrated in 
Fig. 5, will now be described in detail. As shown in Fig. 
2(c), the second sub-routine SR62 is executed when the 
subject cutting tool is a roughing end mill. At step ST201, 
in the same manner as step ST102, the spindle load 
determiner 41 determines the load applied to the spindle. 
More specifically, the spindle load determiner 41 judges 
whether or not the maximum load applied to the spindle 
(maximum spindle load) by the cutting tool designated by the 
tool number stored in the subject tool number memory 2 9 is 
equal to or lower than a predetermined limit value SF (e.g., 
80%) . If the maximum spindle load is greater than the limit 
value SF, step ST202 is carried out. 

For example, when the cutting tool number T5 stored in 
the subject tool number memory 29 is T5, the values of 
machining variables HJ (Fig. 2(d)) indicates that the 
maximum spindle load of the tool is 81%. If the limit value 



SF is 80%, the maximum spindle load is greater than the 
limit value SF. In this case, the sub-routine SR62 proceeds 
to step ST202. 

At step ST202, in the same manner as step ST103 in Fig. 
4, the cutting speed determiner 42 refers to the values of 
machining variables HJ (Fig. 2(d)) to determine the cutting 
speed of the end mill, the tool number of which is stored in 
the subject tool number memory 29. The cutting speed 
determiner 42 then judges whether or not the cutting speed 
of the end mill is equal to or lower than the limit value 
WJ, which is computed by the calculator 46. 

The calculator 46 refers to the second basic cutting 
speed file SYF2, which is illustrated in Fig. 10(a) and 
stored in the basic cutting speed file memory 43, and the 
second compensation coefficient file SKF2, which is 
illustrated in Fig. 10(b) and stored in the compensation 
coefficient file memory 45, to compute the cutting speed 
limit value WJ. The second basic cutting speed file SYF2 of 
Fig. 10(a) and the second compensation coefficient file SKF2 
of Fig. 10(b) are referred to when the cutting tool is an 
end mill. 

As shown in Fig. 10(a), the second basic cutting speed 
file SYF2 indicates the cutting speed limit value of the 
cutting tool (end mill) for different types of workpiece 
materials. As shown in Fig. 10(b), the second compensation 
coefficient file SKF2 includes a plurality of tables tdl, 
td2, td3, and so forth. Each table corresponds to one of 
the workpiece materials listed in the second basic cutting 
speed file SYF2. Each table indicates the compensation 



coefficient for different types of cutting tool materials. 
The compensation coefficient is used to compensate the basic 
cutting speed of the workpiece material listed in the second 
basic cutting speed file SYF2. In the same manner as the 
first compensation coefficient file SKF1 of Fig. 9(b), the 
second compensation coefficient file SKF2 lists not only 
cutting tool materials but also the structure or usage of 
the cutting tool. 

The calculator 46 refers to the basic machining program 
GPR stored in the machining program memory 10 to determine 
the material of the subject workpiece. The calculator 46 
also refers to the cutting tool data file KDF in the cutting 
tool data memory 9 to determine the material of the cutting 
tool designated by the tool number stored in the subject 
tool number memory 29. Afterward, the calculator 46 selects 
the basic cutting speed that corresponds to the material of 
the workpiece from the second basic cutting speed file SYF2 
of Fig. 10(a). The calculator 46 further selects the table 
corresponding to the subject workpiece material from the 
second compensation coefficient file SKF2 of Fig. 10(b) to 
locate the compensation coefficient corresponding to the 
tool material. The calculator 46 then multiplies the 
selected basic cutting speed with the selected compensation 
coefficient to obtain the cutting speed limit value WJ of 
the subject cutting tool (end mill) . 

At step ST202, the cutting speed determiner 42 judges 
whether or not the cutting speed of the subject cutting tool 
is equal to or lower than the computed limit value WJ. If 
the cutting speed is higher than the limit value W J, the 
sub-routine SR62 proceeds to step ST203. At step ST203, the 



rotating speed determiner 50 determines the spindle rotating 
speed. More specifically, the rotating speed determiner 50 
refers to the values of machining variables HJ (Fig. 2(d)) 
stored in a simulation result data memory 12a to determine 
the spindle rotating speed of the cutting tool designated by 
the number stored in the subject tool number memory 29. The 
rotating speed determiner 50 determines whether the spindle 
rotating speed is equal to or lower than a predetermined 
base value CH. The base value CH is one of the parameters 
used to judge machining efficiency. If the spindle rotating 
speed reaches the base value CH, the output of the spindle 
becomes maximum and is maintained at a constant value. In 
other words, the maximum output of the spindle increases as 
the spindle rotating speed increases until the spindle 
rotating speed reaches the base value CH. Accordingly, if 
the spindle rotating speed is equal to or lower than the 
base value CH, the output of the spindle can still be 
increased. 

If it is determined that the spindle rotating speed is 
higher than the base value CH in step ST203, this indicates 
that the spindle load cannot be increased (step ST201) , the 
cutting speed cannot be further decreased (step ST202) , and 
that the maximum output of the spindle cannot be increased 
even if the spindle rotating speed is further increased. In 
such case, the efficiency of the machining process cannot be 
further improved. Thus, the sub-routine is terminated 
without executing the machining navigation. 

On the other hand, if it is determined that the spindle 
rotating speed is equal to or lower than the base value CH 
in step ST203, this indicates that, although the spindle 



load and cutting speed cannot be further increased, the 
maximum output of the spindle may be increased if the 
spindle rotating speed is increased. In such case, at step 
ST204, the navigation information manager 49 reads out the 
5 message MSG that corresponds to navigation information 

number 4 from the navigation information memory 47 and 
transmits the message MSG to the display controller 13. The 
display controller 13 then displays the received message MSG 
on the display 6. When step ST204 is finished, the sub- 
10 routine is terminated. 

As shown in Fig. 8, the message MSG assigned with 

fi. 

£ number 4 advises the operator to change the material of the 

Lrl cutting tool to increase the cutting speed. A change in the 

jffe material of the cutting tool changes the compensation 

in coefficient that is selected from the second compensation 

m coefficient file SKF2 . Accordingly, if the cutting tool 

O material is changed to obtain a larger compensation 

ft\ coefficient, the cutting speed limit value WJ is increased. 

This permits an increase in the spindle rotating speed and 
2 the cutting tool speed. An increase in the spindle rotating 

speed increases the maximum output of the spindle. In such 
state, the spindle load can be increased. The cutting speed 
of the tool can be increased as long as the spindle load 
25 does not exceed the value stored in the values of machining 

variables HJ (Fig. 2(d)). 

For example, if the subject cutting tool designated in 
the basic machining program GPR is a small diameter end 
30 mill, the material of which is HSS, and the corresponding 

table in the second compensation coefficient file SKF2 (Fig. 
10(b)) is tdl, the compensation coefficient is 25%. In such 
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case, when the message MSG designated as number 4 appears on 
the display 6, the operator is notified that the cutting 
speed may be increased by changing the HSS end mill to a 
carbide end mill. If a carbide end mill is used, the 
compensation coefficient is 100%, as shown in table tdl of 
the second compensation coefficient SKF2 (Fig. 10(b)). 

Accordingly, upon completion of the navigation program 
NPR, the operator can improve the cutting conditions of the 
subject machining process in the basic machining program GPR 
by increasing the cutting speed. Correction of the basic 
machining program GPR further corrects the machining program 
PRO and increases the cutting speed limit value WJ in the 
subject machining process. Thus, the cutting speed is 
increased within the extent permitted by the maximum output 
of the spindle. 

If the cutting speed of the subject cutting tool is 
equal to or lower than the limit value WJ in step ST202, 
step ST205 is carried out. At step ST205, in the same 
manner as step ST203, the rotating speed determiner 50 
judges whether or not the spindle rotating speed is equal to 
or lower than the base value CH. If the spindle rotating 
speed is higher than the base value CH, the spindle load 
cannot be increased and the spindle output cannot be 
increased, although the cutting speed can. In other words, 
since the maximum output of the spindle cannot be increased 
even if the spindle rotating speed is increased, the spindle 
load cannot be increased. In such case, the efficiency of 
the subject machining process cannot be improved. Thus, the 
sub-routine is terminated without executing the machining 
navigation . 



If it is determined that the spindle rotating speed is 
equal to or lower than the base value CH in step ST205, the 
spindle load cannot be decreased, but the cutting speed and 
the spindle output may be increased. In other words, the 
5 spindle load may be increased if the maximum output of the 

spindle is increased by increasing the spindle rotating 
speed. In such case, at step ST206, the navigation 
information manager 4 9 reads out the message MSG that 
corresponds to navigation information number 3 from the 

10 navigation information memory 47 and transmits the message 

MSG to the display controller 13. The display controller 13 
then displays the received message MSG on the display 6. 

5 When step ST206 is finished, the sub-routine is terminated. 

|j5 As shown in Fig. 8, the message MSG designated as 

m number 3 indicates that the cutting speed of the subject 

m cutting tool may be increased to the limit value W J. 

O Accordingly, if the message MSG (number 3) appears on the 

% display 6, the operator is notified that the cutting speed 

%0 may be increased without changing the cutting tool. 

Accordingly, upon completion of the navigation program 
NPR, the operator can improve the cutting conditions of the 
subject machining process in the basic machining program GPR 

25 by increasing the cutting speed within the range defined by 

the limit value WJ in accordance to the message MSG (number 
3) shown on the display 6. Correction of the basic 
machining program GPR further corrects the machining program 
PRO and increases the cutting speed in the subject machining 

30 process. The cutting speed of the tool can be increased as 

long as the spindle load does not exceed the value stored in 
the values of machining variables HJ (Fig. 2(d)). 
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If it is determined that the maximum spindle load is 
equal to or lower than the limit value SF in step ST201 f 
step ST207 is performed. At step ST207, the cutting speed 
determiner 42 determines the cutting speed of the subject 
cutting tool in the same manner as step ST202. If the 
cutting speed is higher than the limit value WJ, the spindle 
load can be increased but the cutting speed cannot. In this 
case, at step ST208, in the same manner as step ST204, the 
navigation information manager 49 reads out the message MSG 
that corresponds to navigation information number 4 from the 
navigation information memory 47 and transmits the message 
MSG to the display controller 13. The display controller 13 
then displays the received message MSG on the display 6. 
When step ST208 is finished, the sub-routine is terminated. 

As shown in Fig. 8, the message MSG designated as 
number 4 advises changing the cutting tool material so that 
the cutting speed may be increased. A change in the 
material of the cutting tool changes the compensation 
coefficient that is selected from the third compensation 
coefficient file SKF3 . Therefore, if the cutting tool 
material is changed to obtain a larger compensation 
coefficient, the cutting speed limit value WJ is increased, 
which permits a higher cutting speed. 

Accordingly, upon completion of the navigation program 
NPR, the operator can improve the cutting conditions of the 
subject machining process in the basic machining program GPR 
by increasing the cutting speed within the range defined by 
the limit value WJ. Correction of the machining program PRO 
increases the cutting speed limit value WJ in the subject 
machining process and the cutting speed accordingly. 



10 



At step ST207, if the cutting speed is equal to or 
lower than the limit value WJ, the spindle load and the 
cutting speed can both be increased. In such case, at step 
ST209, in the same manner as step ST206, the navigation 
information manager 4 9 reads out the message MSG that 
corresponds to navigation information number 3 from the 
navigation information memory 47 and transmits the message 
MSG to the display controller 13. The display controller 13 
then displays the received message MSG on the display 6. 
When step ST209 is finished, the sub-routine is terminated. 



As shown in Fig. 8, the message MSG assigned to number 
2 3 indicates that the cutting speed of the subject cutting 

K tool may be increased to the limit value WJ. Therefore, if 

t§fc the message MSG (number 3) appears on the display 6, the 

m operator is notified that the cutting speed may be increased 

Ui without changing the cutting tool. 

W Upon completion of the navigation program NPR, the 

fgO operator can improve the cutting conditions of the subject 

J machining process in the basic machining program GPR in 

accordance with the message MSG (number 3) shown on the 
display 6 by increasing the cutting speed within the range 
defined by the limit value WJ. Accordingly, correction of 
25 the basic machining program GPR further corrects the 

machining program PRO and increases the cutting speed in the 
subject machining process. 

The third sub-routine SR63 illustrated in Fig. 6 will 
30 now be described in detail. As shown in Fig. 2(c), the 

third sub-routine SR63 is executed when the subject cutting 
tool is a roughing face mill. At step ST301, in the same 
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manner as step ST201 in the flowchart of Fig. 5, the spindle 
load determiner 41 determines the load applied to the 
spindle. More specifically, the spindle load determiner 41 
judges whether or not the maximum load applied to the 
spindle (maximum spindle load) by the cutting tool 
designated with the tool number stored in the subject tool 
number memory 29 is equal to or lower than a predetermined 
limit value SF (e.g., 80%). If the maximum spindle load is 
greater than the limit value SF, step ST302 is carried out. 



At step ST302, in the same manner as step ST202 in the 
flowchart of Fig. 5, the cutting speed determiner 42 
J{ determines the cutting speed of the subject cutting tool. 

%f That is, the cutting speed determiner 42 refers to the 

Sfc values of machining variables HJ (Fig. 2(d)) to determine 

y the cutting speed of the cutting tool designated by the 

a number stored in the subject tool number memory 29. The 

H cutting speed determiner 42 then judges whether or not the 

fy cutting speed is equal to or lower than the limit value WJ, 

[Uo which is computed by the limit value calculator 46. 

The limit value calculator 46 refers to the third basic 
cutting speed file SYF3, which is illustrated in Fig. 11(a) 
and stored in the basic cutting speed file memory 43, and a 

25 third compensation coefficient file SKF3, which is 

illustrated in Fig. 11(b) and stored in the compensation 
coefficient file memory 45, to compute the cutting speed 
limit value WJ. The third basic cutting speed file SYF3 of 
Fig. 11(a) and the third compensation coefficient file SKF3 

30 of Fig. 11(b) are used for face mills. 

As shown in Fig. 11(a), the third basic cutting speed 
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file SYF3 indicates the cutting speed limit value of the 
cutting tool (face mill) for different types of workpiece 
materials. As shown in Fig. 11(b), the third compensation 
coefficient file SKF3 includes a plurality of tables tfl, 
5 tf2, tf3, and so forth. Each table corresponds to one of 

the workpiece materials listed in the third basic cutting 
speed file SYF3. Each table indicates the compensation 
coefficient for different types of cutting tool materials. 
In the same manner as the first compensation coefficient 
10 file SKF1 of Fig. 9(b) and the second compensation 

coefficient file SKF2 of Fig. 10(b), the third compensation 
5«. coefficient file SKF3 lists not only cutting tool materials 

^ but also the structure or usage of the cutting tool. 

j{5 The calculator 4 6 refers to the basic machining program 

in GPR stored in the machining program memory 10 to determine 

~ the material of the subject workpiece. The calculator 46 

*~ also refers to the cutting tool data file KDF in the cutting 

fy tool data memory 9 to determine the material of the cutting 

1^0 tool designated by the tool number stored in the subject 

€1 tool number memory 29. Afterward, the calculator 4 6 selects 

the basic cutting speed that corresponds to the material of 
the workpiece from the third basic cutting speed file SYF3 
of Fig. 11(a). The calculator 46 further selects the table 
25 corresponding to the subject workpiece material from the 

third compensation coefficient file SKF3 of Fig. 11(b) to 
locate the compensation coefficient corresponding to the 
tool material. The calculator 46 then multiplies the 
selected basic cutting speed with the selected compensation 
30 coefficient to obtain the cutting speed limit value WJ of 

the subject cutting tool (end mill) . 
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If the cutting speed determiner 42 determines that the 
cutting speed of the subject cutting tool is greater than 
the limit value WJ in step ST302, step ST303 is carried out. 
At step ST303, in the same manner as step ST203 illustrated 
in the flowchart of Fig. 5, the rotating speed determiner 50 
determines the spindle rotating speed. More specifically, 
the rotating speed determiner 50 judges whether or not the 
spindle rotating speed of the cutting tool designated by the 
tool number stored in the subject tool number memory 2 9 is 
equal to or lower than a predetermined base value CH. 

If the spindle rotating speed is higher than the base 
value CH, this indicates that the spindle load cannot be 
increased (step ST301) and that the cutting spindle cannot 
be increased (step ST302) . In addition, the spindle output 
cannot be increased. In such case, the efficiency of the 
subject machining process cannot be increased. Thus, the 
sub-routine is terminated without executing the machining 
navigation . 

On the other hand, if it is determined that the spindle 
rotating speed is equal to or lower than the base value CH 
in step ST303, this indicates that, although the spindle 
load and cutting speed cannot be further increased, the 
maximum output of the spindle may be increased if the 
spindle rotating speed is increased. In such case, at step 
ST304, the navigation information manager 49 reads out the 
message MSG that corresponds to navigation information 
number 6 from the navigation information memory 47 and 
transmits the message MSG to the display controller 13, The 
display controller 13 then displays the received message MSG 
on the display 6. When step ST304 is finished, the sub- 



routine is terminated. 



As shown in Fig. 8, the message MSG assigned with 
number 6 advises the operator to change the material of the 
5 cutting tool to increase the cutting speed. A change in the 

material of the cutting tool changes the compensation 
coefficient that is determined by referring to the second 
compensation coefficient file SKF2 . Accordingly, if the 
cutting tool material is changed to obtain a larger 
10 compensation coefficient, the cutting speed limit value WJ 

is increased. This permits an increase in the spindle 
^ rotating speed and the cutting tool speed. An increase in 

}fl the spindle rotating speed increases the maximum output of 

%j the spindle. In such state, the spindle load can be 

ft increased. 

T For example, if the subject cutting tool designated in 

s H the basic machining program GPR is a carbide face mill, and 

m the corresponding table in the third compensation 

*|jo coefficient file SKF3 (Fig. 11(b)) is tfl, the compensation 

J3 coefficient is 100%. In such case, when the message MSG 

assigned to number 6 appears on the display 6, the operator 
can determine that the cutting speed may be increased by 
changing the carbide face mill to a carbide coating face 
25 mill. If a carbide coating face mill is used, the 

compensation coefficient is 115%, as shown in table tfl of 
the third compensation coefficient SKF3 (Fig. 10(b)). 

Accordingly, upon completion of the navigation program 

30 NPR, the operator can improve the cutting conditions of the 

subject machining process in the basic machining program GPR 

by increasing the cutting speed in accordance with the 
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number 6 message MSG shown on the display 6. Correction of 
the basic machining program GPR further corrects the 
machining program PRO such that the cutting speed limit 
value WJ increases. Thus, the cutting speed is increased 
within the extent permitted by the maximum output of the 
spindle . 

If the cutting speed of the subject cutting tool is 
equal to or lower than the limit value WJ in step ST302, 
step ST305 is carried out. At step ST305, in the same 
manner as step ST303, the rotating speed determiner 50 
judges whether or not the spindle rotating speed is equal t 
or lower than the base value CH. If the spindle rotating 
speed is higher than the base value CH, the spindle load 
cannot be increased and that the spindle output cannot be 
increased, although the cutting speed can. In other words, 
since the maximum output of the spindle cannot be increased 
even if the spindle rotating speed is increased, the spindl 
load cannot be increased. In such case, the efficiency of 
the subject machining process cannot be improved. Thus, th 
sub-routine is terminated without executing the machining 
navigation . 

If it is determined that the spindle rotating speed is 
equal to or lower than the base value CH in step ST305, the 
spindle load cannot be decreased, but the cutting speed and 
the spindle output may be increased. In other words, the 
spindle load may be increased if the maximum output of the 
spindle is increased by increasing the spindle rotating 
speed. In such case, at step ST306, the navigation 
information manager 4 9 reads out the message MSG that 
corresponds to navigation information number 5 from the 
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navigation information memory 47 and transmits the message 
MSG to the display controller 13. The display controller 13 
then displays the received message MSG on the display 6. 
When step ST306 is finished, the sub-routine is terminated. 

5 

As shown in Fig. 8, the message MSG assigned to number 
5 advises that the cutting speed of the subject cutting tool 
may be increased to the limit value WJ. Accordingly, if the 
message MSG (number 5) appears on the display 6, the 
10 operator is notified that the cutting speed may be increased 

without changing the cutting tool. 

^ Upon completion of the navigation program NPR, the 

'%j operator can improve the cutting conditions of the subject 

Jffc machining process in the basic machining program GPR by 

in increasing the cutting speed within the range permitted by 

~ the limit value WJ in accordance to the message MSG (number 

"rf ? 5) shown on the display 6, Correction of the basic 

fU machining program GPR further corrects the machining program 

'%0 PRO and increases the cutting speed in the subject machining 

^ process. 

If it is determined that the maximum spindle load is 
equal to or lower than the limit value SF in step ST301, 

25 step ST307 is performed. At step ST307, the cutting speed 

determiner 42 determines the cutting speed of the subject 
cutting tool in the same manner as step ST302. If the 
cutting speed is higher than the limit value WJ, at step 
ST308, in the same manner as steps ST303 and ST305, the 

30 rotating speed determiner 50 judges whether or not the 

spindle rotating speed is equal to or lower than the base 
value CH. If the spindle rotating speed is higher than the 
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base value CH, the spindle load can be increased, but the 
cutting speed and the spindle output cannot. In this case, 
efficiency of the subject machining process cannot be 
improved. Thus, the sub-routine is terminated without 
5 executing the machining navigation* 

On the other hand, if the spindle rotating speed is 
equal to or lower than the base value CH in step ST308, the 
spindle load and the spindle output can be increased, but 
10 the cutting speed cannot. In this case, at step ST309, the 

navigation information manager 4 9 reads out the message MSG 
^ that corresponds to navigation information number 7 from the 

J™ navigation information memory 47 and transmits the message 

SJ MSG to the display controller 13. The display controller 13 

j|l5 then displays the received message MSG on the display 6. 

Y: When step ST30 9 is finished, the sub-routine is terminated. 

r\ As shown in Fig. 8, the message MSG designated by 

Hi number 7 advises using a face mill with a smaller diameter 

SO so that the spindle rotating speed can be increased. The 

^ employment of a face mill with a smaller diameter increases 

the spindle rotating speed without increasing the cutting 
speed. If the spindle rotating speed increases, the maximum 
output of the spindle increases. This allows an increase in 
25 the spindle load. 

Accordingly, upon completion of the navigation program 
NPR, the operator can improve the cutting conditions of the 
subject machining process in the basic machining program GPR 
30 by using a face mill with a smaller diameter such that the 

spindle rotating speed reaches the base value CH in 
accordance to the message MSG (number 7) shown on the 
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display 6. Correction of the basic machining program GPR 
further corrects the machining program PRO and increases 
spindle rotating speed without increasing the cutting speed 
in the subject machining process. Thus, high speed and 
efficient machining is performed. 

If the cutting speed of the subject cutting tool is 
equal to or lower than the limit value WJ in step ST307, the 
spindle load and the cutting speed can both be increased. 
In this case, at step ST310, in the same manner as step 
ST306, the navigation information manager 49 reads out the 
message MSG that corresponds to navigation information 
number 5 from the navigation information memory 4 7 and 
transmits the message MSG to the display controller 13. The 
display controller 13 then displays the received message MSG 
on the display 6. When step ST310 is finished, the sub- 
routine is terminated. 

As shown in Fig. 8, the message MSG designated as 
number 5 advises that the cutting speed of the subject 
cutting tool may be increased to the limit value WJ. 
Accordingly, if the message MSG (number 5) appears on the 
display 6, the operator is notified that the cutting speed 
may be increased without changing the cutting tool. 

Upon completion of the navigation program NPR, the 
operator can improve the cutting conditions of the subject 
machining process in the basic machining program GPR by 
increasing the cutting speed within the range permitted by 
the limit value WJ in accordance to the message MSG (number 
5) shown on the display 6. Correction of the basic 
machining program GPR further corrects the machining program 



PRO and increases the cutting speed in the subject machining 
process. Thus, high speed and efficient machining is 
performed . 

A fourth sub-routine SR64 will now be described with 
reference to Fig. 7. As shown in Fig. 2(c), the fourth sub- 
routine SR64 is executed when the subject cutting tool is an 
end mill or a face mill that are used for finish machining. 
At step ST401, the cutting speed determiner 42 determines 
the cutting speed of the subject cutting tool. That is, the 
cutting speed determiner 42 refers to the values of 
machining variables HJ (Fig. 2(d)) to determine the cutting 
speed of the cutting tool designated by the number stored in 
the subject tool number memory 29. The cutting speed 
determiner 42 then judges whether or not the cutting speed 
of the subject cutting tool is equal to or lower than the 
limit value WJ, which is computed by the limit value 
calculator 46. 

When the cutting tool is a finishing end mill, the 
limit value calculator 46 refers to the second basic cutting 
speed file SYF2 of Fig. 10(a) and the second compensation 
coefficient file SKF2 of Fig. 10(b) to compute the limit 
value WJ. Since the computation using the files SYF3, SKF3 
is the same as that performed in step ST202 of the second 
sub-routine SR62, the computation will not be described 
here . 

If the cutting speed of the finishing end mill is 
higher than the limit value WJ, that is, if the cutting 
speed cannot be increased, at step ST402, the navigation 
information manager 4 9 reads out the message MSG that 



corresponds to navigation information number 9 from the 
navigation information memory 47 and transmits the message 
MSG to the display controller 13. The display controller 13 
then displays the received message MSG on the display 6. 
When step ST402 is finished, the sub-routine is terminated. 

As shown in Fig. 8, the message MSG assigned to number 
9 advises to change the material of the cutting tool such 
that the cutting speed may be increased, and to use a 
cutting tool that has a larger number of teeth such that the 
cutting feed rate may be increased. In other words, high 
speed machining can be performed by changing the material of 
the end mill to one having a higher cutting speed limit 
value WJ to increase the cutting speed and by using an end 
mill having a larger number of teeth to increase the feed 
rate . 

Upon completion of the navigation program NPR, the 
operator can improve the cutting conditions of the subject 
machining process in the basic machining program GPR in 
accordance with the message MSG (number 9) shown on the 
display 6 by changing the material of the end mill to 
increase the cutting speed and by using an end mill having a 
larger number of teeth to increase the feed rate. 
Correction of the basic machining program GPR further 
corrects the machining program PRO and increases the cutting 
speed and the feed rate in the subject machining process. 
Thus, high speed and efficient machining is performed. 

When the cutting tool is a finishing face mill, the 
limit value calculator 46 refers to the third basic cutting 
speed file SYF3 of Fig. 11(a) and the third compensation 



coefficient file SKF3 of Fig. 11(b) to compute the limit 
value WJ. Since the computation using the files SYF3, SKF3 
is the same as that performed in step ST302 of the third 
sub-routine SR63, the computation will not be described 
5 here. 

If the cutting speed of the finishing face mill is 
higher than the limit value WJ f that is, if the cutting 
speed cannot be increased, at step ST402, the navigation 
10 information manager 4 9 reads out the message MSG that 

corresponds to navigation information number 10 from the 
:w navigation information memory 47 and transmits the message 

;J MSG to the display controller 13. The display controller 13 

-v then displays the received message MSG on the display 6. 

ft 

^} As shown in Fig. 8, like the number 9 message MSG, the 

£ message MSG assigned to number 10 advises changing the 

p material of the cutting tool such that the cutting speed may 

flj be increased and to use a cutting tool that has a larger 

%0 number of teeth such that the cutting feed rate may be 

increased. Accordingly, upon completion of the navigation 
program NPR, the operator can improve the cutting conditions 
of the subject machining process in the basic machining 
program GPR in accordance with the message MSG (number 10) 
25 shown on the display 6 by changing the material of the face 

mill to increase the cutting speed and by using a face mill 
having a larger number of teeth to increase the feed rate. 
Correction of the basic machining program GPR further 
corrects the machining program PRO and increases the cutting 
30 speed and the feed rate in the subject machining process. 

Thus, high speed and efficient machining is performed. 
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If it is determined that the cutting speed of the end 
mill or face mill is equal to or lower than the limit value 
WJ in step ST401, that is, if the cutting speed can be 
increased, step ST403 is carried out. At step ST403, the 
5 navigation information manager 4 9 reads out the message MSG 

that corresponds to navigation information number 8 from the 
navigation information memory 47 and transmits the message 
MSG to the display controller 13. The display controller 13 
then displays the received message MSG on the display 6. 
10 When step ST403 is finished, the sub-routine is terminated. 



As shown in Fig. 8, the message MSG assigned to number 
8 indicates that the cutting speed of the cutting tool may 
be increased to the limit value WJ. Therefore, if the 
TB message MSG (number 8) appears on the display 6, the 

operator is notified that the cutting speed may be increased 
s without changing the cutting tool. 

flj Upon completion of the navigation program NPR, the 

Jfo operator can improve the cutting conditions of the subject 

machining process in the basic machining program GPR in 
accordance with the message MSG (number 8) shown on the 
display 6 by increasing the cutting speed within the range 
permitted by the limit value WJ. Accordingly, correction of 
25 the basic machining program GPR further corrects the 

machining program PRO and increases the cutting speed in the 
subject machining process. Thus, high speed and efficient 
machining is performed. 



30 As described above, after the basic machining program 

GPR is made, the operator designates a machining process 
which machining efficiency should be improved. The 
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machining navigation apparatus 2 then advises the operator 
on how the subject machining process should be improved by 
displaying navigation information, which are illustrated in 
Fig. 8, on the display 6. Accordingly, if the operator 
5 follows the advice given by the navigation information and 

improves the cutting conditions of the subject machining 
process in the basic machining program GPR accordingly, the 
operator can easily make the final machining program PRO 
without special knowledge or experience. The actual 

10 machining is performed in accordance with the final 

machining program PRO, which is stored in the machining 

^ program memory 10. 

\| The final machining program PRO is improved so that 

IS machining is performed at the highest speed allowed by the 

y"= capacity of the spindle motor and the cutting tool. 

I Therefore, high speed and efficient machining is performed 

^ by using the machining program PRO in comparison to when 

fy using the uncorrected basic machining program GPR. 

;20 

•~D Furthermore, the machining navigation apparatus 2 

facilitates the correction of machining programs made for 
conventional machining tools to adapt to new machining tools 
having increased spindle capacities or using new types of 

25 tools. Therefore, machining programs are always adapted to 

updated machining tools by the machining navigation 
apparatus 2. Since the outdating of programs is avoided, 
software is used continuously and efficiently. 

30 Machining navigation is performed only on the machining 

processes selected from the machining program. In other 
words, the machining navigation is performed only on 
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machining processes which machining efficiency the operator 
wishes to improve. This avoids unnecessary processing and 
saves time. 



5 The machining navigation can be performed in accordance 

with the values of machining variables HJ, which is obtained 
by executing the machining simulation. Accordingly, since 
actual machining of the workpiece need not be performed to 
execute the machining navigation, time is saved. 

10 

In the above embodiment, the machining navigation is 
f=l performed once on the subject machining process. However, 

2t the machining navigation may be performed twice in the same 

%J machining process. For example, when completing correction 

ft of the machining program after executing the navigation 

^} program NPR, which is illustrated in Fig. 3, the machining 

5 simulation may be performed again. Afterward, the 

7f s navigation program NPR may be re-executed to further improve 

fU the machining program. If necessary, such processing may be 

jlQ carried out repetitively to further improve the machining 

6 program. 

In the flowchart of Fig. 3, the navigation is performed 
on a number of machining processes before it stops. 

25 However, the machining processes may be designated one at a 

time so that the machining navigation is executed once for 
each process. More specifically, the operator refers to the 
machining time data SJ of Fig. 2(a) that appears on the 
display 6 to select a single machining process on which the 

30 operator wishes to execute the machining navigation. The 

operator then designates the number of the cutting tool used 
in the selected machining process with the keyboard 5. The 
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subject tool determiner 27 then refers to the tool data file 
KDF, which is stored in the tool data memory 9, to determine 
the type of the tool with the designated number. The sub- 
routine number selector 21 then refers to the sub-routine 
5 number table VTB, which is illustrated in Fig. 2(c), to 

select the number of the sub-routine corresponding to the 
tool type. 

Execution of the sub-routine results in the display of 
10 navigation information, which is related to the machining 

process. The operator then changes the cutting conditions 
q of the subject machining process in accordance with the 

information on the display 6. Afterward, the operator 
Si selects another machining process that should undergo the 

if! machining navigation and designates the number of the 

;£j cutting tool used in that process with the keyboard. In the 

= same manner as described above, the selected machining 

r: process undergoes the machining navigation and the operator 

fy then improves the machining program. This is repeated to 

Jjo perform machining navigation on a number of machining 

^ processes to improve the machining program. If necessary, 

the machining navigation may be executed for the same 
process repeatedly to correct the machining program more 
than once to further improve the machining program. 

25 

The machining navigation apparatus 2 according to the 
present invention is employed to aid the composition of a 
machining program PRO in a machining center 1. However, the 
present invention may also be applied to other types of 
30 machine tools, such as a lathe, an electric discharge 

machine, and a laser cutting machine to aid the composition 
of machining programs. In such cases, the contents and 
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values of the values of machining variables HJ (maximum 
spindle load, the cutting speed of the cutting tool, and the 
spindle rotating speed) are changed in accordance with the 
type of machine. For example, the values of machining 
5 variables HJ may include the spindle rotating speed and the 

spindle load in lathes, the distance between electrodes and 
the voltage load in electric discharge machines, and the 
voltage load in laser cutting machines. Furthermore, the 
parameters that are referred to judge the machining 
10 efficiency, that is, the spindle load limit value SF, the 

cutting speed limit value WJ, and the spindle speed base 
PI value CH, are changed to parameters corresponding to the 

^ machine. For example, the machining efficiency may be 

%J judges by referring to a spindle load limit value in lathes, 

Jfe and a voltage load limit value in electric discharge 

machines and laser cutting machines. The contents of the 
s navigation information that appears on the display may also 

^ be changed in accordance with the machine. 

IglO The machining navigation apparatus 2 is incorporated in 

^3 the control unit 100 of the machining center 1. However, 

the machining navigation apparatus may be an apparatus that 
is independent from the machining center 1 or the control 
unit 100. 

25 

Furthermore, the machining simulation may be executed 
by an apparatus separate from the machining navigation 
apparatus. In this case, among the simulation result 
information KJ, only the values of machining variables HJ of 
30 the machining processes, the cutting conditions of which 

should be corrected, is transmitted to the machining 
navigation apparatus to execute machining navigation on 



-44- 



those processes. Accordingly, the machining navigation 
apparatus need not store machining programs GPR. Thus, the 
machining program memory 10 is not necessary. Additionally, 
instead of executing the machining simulation, a workpiece 
5 may actually be machined to perform the machining navigation 

using the data obtained during the actual machining. 

When the messages MSG of Fig. 8 appear on the display 
6, the message MSG explains, for example, that the cutting 
10 speed may be increased to the limit value. In this case, 

however, the message MSG may explain that the cutting speed 
^ naay be increased to a specific value, which corresponds to 

= 43 the limit value. For example, the message MSG may explain 

vj that the cutting speed may be increased to (value) m/min . 

K Furthermore, specific examples showing how to perform high 

ill speed machining may be shown on the display 6. For example, 

I the type of cutting tool may be shown together on the 

display 6 with the cutting conditions, such as the cutting 
fu speed and the feed rate. 

^20 

-fir In the illustrated embodiment, the parameters used to 

judge the machining efficiency are the spindle load limit 
value SF, the cutting speed limit value WJ, and the spindle 
speed base value CH. However, any parameter can be used as 

25 long as the machining efficiency can be judged. For 

example, in addition to base value CH, the spindle rotating 
speed limit value may be used as a parameter related with 
the spindle rotating speed. More specifically, as shown in 
the graph of Fig. 12, the machining navigation apparatus 2 

30 may store a characteristic data QG that shows the 

relationship between the spindle rotating speed and the 
spindle output. In this case, during execution of the 
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machining navigation, the machining efficiency is judged 
from the spindle speed in accordance with the spindle 
characteristic data QG. 

As shown in Fig. 12, if the spindle rotating speed is 
lower than a first base value CHI (corresponding to the base 
value CH used in the illustrated embodiment) , the spindle 
output increases as the spindle rotating speed increases. 
This range is denoted as PI. When the spindle rotating 
speed is included in range PI, the spindle rotating speed 
can be increased. Thus, the machining navigation apparatus 
2 determines that the machining efficiency can be improved 
by increasing the spindle rotating speed. If the spindle 
rotating speed is equal to or higher than the first base 
value CHI, the spindle output remains fixed at a constant 
maximum value regardless of changes in the spindle rotating 
speed. This range is denoted as P2 . When the spindle 
rotating speed is included in range P2, the spindle output 
cannot be increased. Thus, the machining navigation 
apparatus 2 determines that the machining efficiency cannot 
be improved by increasing the spindle rotating speed. 

There are machine tools which spindle output starts to 
decrease after exceeding a second base value CH2, which is 
higher than the first base value CHI, as the spindle 
rotating speed increases. This range is denoted as P3. In 
such machine tools, the machining navigation apparatus 2 
determines that the machining efficiency can be improved if 
the spindle rotating speed is decreased to a value lower 
than the second limit value CH2 (and higher than the first 
limit value CHI) when in range P3. 



In the preferred and illustrated embodiment, the 
operator (or programmer) refers to the navigation 
information shown on the display 6 to improve the machining 
program. However, owing to the technical progress of 
peripheral equipments (i.e., tool management system, 
abnormality management system, sensors) , machine tools may 
automatically improve machining programs. Furthermore, the 
navigation information need not be displayed on the display 
6 as words and sentences. In other words, characters, 
diagrams, images, and voices may be used as long as advice 
for changing the cutting conditions may be given. 

It should be apparent to those skilled in the art that 
the present invention may be embodied in many other specific 
forms without departing from the spirit or scope of the 
invention. Therefore, the present examples and embodiments 
are to be considered as illustrative and not restrictive, 
and the invention is not to be limited to the details given 
herein, but may be modified within the scope and equivalence 
of the appended claims. 



WHAT IS CLAIMED IS: 



1. An apparatus for aiding a machinist in preparing a 
programmed machine for a machining process, wherein a basic 
program is run for setting values of various machining 
variables based on information input by the machinist, the 
apparatus comprising : 

an analyzing means for analyzing the variable values t 
determine the efficiency of the machining process; and 

a notifying means for notifying an advisory message to 
the machinist regarding on how to improve the machining 
process in accordance with the analysis performed by the 
analyzing means. 

2. The apparatus according to claim 1, wherein the 
analyzing means compares a value of at least one of the 
variables with a criterion to judge whether or not the 
machining efficiency can be improved, and wherein the 
notifying means notifies a message if the machining 
efficiency can be improved. 

3. The apparatus according to claim 1, wherein the 
notifying means includes a display device for displaying a 
message . 

4. The apparatus according to claim 1 further comprising 
memory for storing a plurality of messages, wherein the 
notifying means selects a message from the memory in 
accordance with the analysis performed by the analyzing 
means and notifies the selected message. 



5. The apparatus according to claim 1, wherein the basic 



program is run for setting the values of machining variables 
for a plurality of machining processes, wherein the 
apparatus comprises an input device for designating a 
certain one of the machining processes, and wherein the 
5 analyzing means analyzes the machining variables of the 

designated machining process. 



6. The apparatus according to claim 1 further comprising a 
simulation program for simulating the execution of the basic 

10 program, wherein the analyzing means performs the analysis 

based on information produced by execution of the simulation 

^3 program. 

S| 7. The apparatus according to claim 1, wherein the 

fffe machining variables include the load applied to a spindle of 

5^ the machine during a cutting operation. 

r 5 ? 8. The apparatus according to claim 1, wherein the 

fU machining variables include the cutting speed of a cutting 

"20 tool attached to the machine. 

9. The apparatus according to claim 1, wherein the 
machining variables include the rotating speed of a spindle 
of the machine during a cutting operation. 

25 

10. The apparatus according to claim 1, wherein the message 
advises the machinist to increase the cutting speed of a 
cutting tool. 

30 11. The apparatus according to claim 1, wherein the message 

advises the machinist to change a cutting tool. 
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12. The apparatus according to claim 1, wherein the message 
advises the machinist to increase the rotating speed of a 
spindle of the machine. 



5 13. An apparatus for aiding a machinist in preparing a 

programmed machine for a plurality of machining processes, 
wherein a basic program is run for setting values of various 
machining variables based on information input by the 
machinist, the apparatus comprising: 
10 a computer for running a simulation program for 

simulating machining according to the basic program; 

an input device for designating a certain machining 
process ; 

?U an analyzing means for analyzing the machining 

|jp variables of the designated machining process to determine 

lz the machining efficiency of that machining process; 

pi a memory for storing a plurality of messages that give 

Is% advice to the machinist regarding on how to improve 

^ machining; and 

ffjO a display means for selecting a message from the memory 

'*5f in accordance with the analysis performed by the analyzing 

means and displaying the selected message. 

14. The apparatus according to claim 13, wherein the 
25 analyzing means compares a value of at least one of the 

variables with a criterion to judge whether or not the 
machining efficiency can be improved, and wherein the 
displaying means displays a message if the machining 
efficiency can be improved. 

30 

15. The apparatus according to claim 13, wherein the 
machining variables include the load applied to a spindle of 
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the machine during a cutting operation. 

16. The apparatus according to claim 13, wherein the 
machining variables include the cutting speed of a cutting 
tool attached to the machine. 

17. The apparatus according to claim 13, wherein the 
machining variables include the rotating speed of a spindle 
of the machine during a cutting operation. 

18. The apparatus according to claim 13, wherein the 
message advises the machinist to increase the cutting speed 
of a cutting tool. 

19. The apparatus according to claim 13, wherein the 
message advises the machinist to change a cutting tool. 

20. The apparatus according to claim 13, wherein the 
message advises the machinist to increase the rotating speed 
of a spindle of the machine. 

21. A method for aiding a machinist in preparing a 
programmed machine for a machining process, wherein a basic 
program is run for setting values of various machining 
variables based on information input by the machinist, the 
method comprising : 

analyzing the current values of the machining variables 
to determine the current efficiency of the machining 
process; and 

notifying an advisory message to the machinist 
regarding on how to improve the machining process in 
accordance with the analysis. 



ABSTRACT OF THE DISCLOSURE 



An apparatus for aiding a machinist in preparing a 
machining program. A machining simulator simulates a basic 
machining program. Values of machining variables are 
obtained during the simulation and stored in a simulation 
result data memory. A spindle load determiner, a cutting 
speed determiner, and a rotating speed determiner analyze 
the machining variable values of a certain machining process 
to determine the machining efficiency of that process. A 
navigation information memory stores a plurality of messages 
for giving advice on how to change the cutting conditions . 
A message, which depends on the analysis of the machining 
variable values, is selected from the memory and is shown on 
a display. Accordingly, an operator can easily modify the 
basic machining program by following the message on the 
display, even if the operator does not have much knowledge 
or experience. 
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FOR UTILITY/DESIGN RULE 63 (37 C.F.R. 1.63) ATTY. DKT. 
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DECLARATIONS IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

As a below named inventor, I hereby declare that my residence, post office address and citizenship are as stated below next to my name, and I 
believe I am the original, first and sole inventor (if only one name is listed below) or an original, first and joint inventor Gt plural names iare listed 
below) of the subject matter which is claimed and for which a patent is sought on the INVENTION ENTITLED: APPARATUS AMU 

METHOD FOR AIDING PROGRAMMING _ „ 

the specification of which (CHECK_applicable BOX(ES) ) 
X E is attached hereto. 

BOX(ES) □ was filed on as U.S. Application No. . 

* * □ was filed as PCT International Application No. PCT/ / on 

and (if applicable to U.S. or PCT application) was amended on . _ — — — 

I hereby state that I have reviewed and understand the contents of the above identified specification, including the claims, as amended by any amendment referred to 
above I acknowledge the duty to disclose alf information known to me to be material to patentability as defined in 37 C.F.R. 1 .56. I hereby claim foreign pnonty benefits 
under 35 U S C 11 9/365 of any foreign application^) for patent or inventor's certificate listed below and have also identified below any foreign application for patent or 
inventor's certificate filed by me or my assignee disclosing the subject matter claimed in this application and having a filing date (1) before that of the application on which 
priority is claimed, or (2) if no priority claimed, before the filing date of this application: 

PRIOR FOREIGN APPLICATIONfS) Date first Laid- Date Patented Priority Claimed 

Number Country Dav/MONTH/Y ear Filed open or Published or Granted Yes No 

Pat. Appln. 

No. 10-095480 Japan 24 / 03 / 1998 



it 

above c 

disclosed in such prior applications, I acknowledge the duty t 

became available between the filing date of each such prior application and the national or PCT international filing date of this application: 



MlOR U.S. PROVISIONAL. NONPROVISIONAL AND/OR PCT APPLICATIONfS) 
Application No. (series code/serial no.) Dav/MONTH /Y ear Filed 



Status 

pending, abandoned, patented 



Priority Claimed 
Yes No 



il^terebv declare that all statements made herein of my own knowledge are true and that alt statements made on information and belief are believed to be true; and 
Mher that these statements were made with the knowledge that willful false statements and the like so made are punishable by fine or impnsonment, or both, under 
iJction 1001 of Title 18 of the United States Code and that such willful false statements may jeopardize the validity of the application or any patent issued thereon. 

iftfid I hereby appoint Pillsbury Madison &Sutro LLP, Intellectual Property Group, 1100 New York Avenue N.W., Ninth Floor, East Tower Y^^\^-^^^; 
Mephone number (202) 861-3000 (to whom all communications are to be directed), and the below-named persons (of the same address) individually and collectively my 
kiorneys to prosecute this application and to transact all business in the Patent and Trademark Office connected therewith and with the resulting patent and I hereby 
^thorize them to delete names/numbers below of persons no longer with their firm and to act and rely on instructions from and communicate direcUy with the 
Srson/assignee/attomey/firm/ organization who/which first sends/sent this case to them and by whonvwhich I hereby declare that I have consented after full disclosure 
pgjbe represented unless/until I instruct the above Firm and/or a below attorney in writing to the contrary. 



Paul N. Kokulis 16773 
Raymond F. Lipp'ttt 17519 
# Lloyd Knight 17698 
Carl G.Love 18781 
Edgar H. Martin 20534 
William K. WcjI, Ji. 



Kevin E. Joyce 
George M. Sirilla 



20508 
18221 



Da vi d W. Dri w ltman 3 0 817 

Donald J. Bird 25323 

Peter W. Gowdey 25872 

Dale S. Lazar 28872 

Paul E. White, Jr. 32011 

Glenn J. Perry 28458 

KendrewH. Cotton 30368 

■ MiUiUliH. Uatc r 00331 



G. Paul Edgell 
Lynn E. Eccleston 
Timothy J. Klima 
David A. Jakopin 
Mane G. Paulson 
Stephen C. Glazier 
Paul F. McQuade 
Ruth N. Morduch 



24238 Richard H. Zaitlen 27248 

35861 Roger R. Wise 31 204 

34852 Jay M. Finkelstein 21 082 

32995 Anita M. Kirkpatrick 3261 7 

30793 Michael R. Dzwonczyk 36787 

31361 W. Patrick Bengtsson 32456 

31 542 Christine S. Ring 421 06 
31044 



(1) INVENTOR S SIGNATURE: 

I Kenii 






i i 


SUZUKI 






First 


Middle Initial 


Family Name 


Residence I Aiclll- 


-ken 


| japan 


I Japan 






City 




Country of Citizenship 


Post Office Address 




Mizuse, Yono, uncrucni-cno, 


Niwa-gun, Aichi-ken 480-U146 


(include Zip Code) 


Japan 1 



(2) INVENTOR'S SIGNATURE: 



Date: March 18, 1999 
MURAKI 



TosiiiyuJc 



First 



Middle initial 



Family Name 



Residence I JNagoya-snx 



T 



Japan 



Japan 



City 



State/Foreign Court 



, uy w^v-,. ».jign Country ^ 

89. Aza-Minamiyama, Hiroji-cno, Showa-Ku, Nagoya-sni, Aicm-ken 



Country of Citizenship 



Post Office Address 



amiyama, 
■panf 



(include Zip Code) 



466-0834 Jaj 



(FOR ADDITIONAL INVENTORS, check box [U to attach PAT 116-2 same information for each re signature, name, 
date, citizenship, residence and address.) 
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DECLARATION AND POWER OF ATTORNEY 

(continued) 
ADDITIONAL INVENTORS 

(3) INVENTOR'S SIGNATURE: ki/fllGrfrn [frt^Lfcd^ Date: March 18, 1999 

I JXlaKoto | I TANAHASHI 



l '. First Middle Initial Family Name 

Residence | Aichi-ken I Japan | Japan 



City State/Foreign Country Country of Citizenship 


Post Office Address 


72-2, Aza-Nakavashiki , Ohaza-Takao , Fuso-cho, Niwa-gun, Aichi-ken 


(include Zip Code) 


480-0102 Japanl 


(4) INVENTOR'S SIGNATURE: 


HrrohiZuL YvstuAtl Date: March 18, 1999 


I Hirokazu 


I I YOSHIDA 


li:SW-HUW^ ■■ First Middle Initial Family Name 


Residence | Oqaki-shi I Japan 1 Japan 


City State/Foreign Country Country of Citizenship 


Post Office Address 


5-61-2, Jinai-cho f Ocraki-shi, Gifu-ken 503-0865 Japan 


(include Zip Code) 





Page 2 of 2 



PAT-1167/98 



